
Honda 
• Honda GX 50 - Model You Should Use: 1008 (1/4" Hose) 
• Honda G 100 - Model You Should Use: 1010 (1/4" Hose) 
• Honda GX 120 - Model You Should Use: 1010 (1/4" Hose) 
• Honda GX 160 - Model You Should Use: 1010 (1/4" Hose) 
• Honda GX 200 - Model You Should Use: 1010 (1/4" Hose) 
• Honda GC 160 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GX 240 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GX 270 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GX 340 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GX 360 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GX 390 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GX 610 - Model You Should Use: 1014 (1/4" Hose) 1414 (3/8" hose) 

Pre 2009 

• Honda GX 620 - Model You Should Use: 1014 (1/4" Hose) 1414 (3/8" hose) 
Pre 2009 

• Honda GX 630 - Model You Should Use: 1014 (1/4" Hose) 1414 (3/8" hose) 
Pre 2009 

• Honda 630 - Model You Should Use: 1420 (3/8" hose) 
Post 2009 

• Honda GX 660 - Model You Should Use: 1420 (3/8" hose) 
Post 2009 

• Honda GX 690 - Model You Should Use: 1420 (3/8" hose) 
Post 2009 

• Honda GXV 390 - Model You Should Use: 1420 (3/8" hose) 
Post 2009 

• Honda GXV 630 - Model You Should Use: 1420 (3/8" hose) 
Post 2009 

• Honda GXV 660 - Model You Should Use: 1420 (3/8" hose) 
Post 1990 

• Honda GXV 660 - Model You Should Use: 1420 (3/8" hose) 
Post 2009 

• Honda GXV 690 - Model You Should Use: 1420 (3/8" hose) 
Post 2009 

• Honda GXV140 - Model You Should Use: 1010 (1/4" Hose) 
• Honda GC190LA - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GCV160 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GCV190 - Model You Should Use: 1012 (1/4" Hose) 1412 (3/8" hose) 
• Honda GX640 - Model You Should Use: 1014 (1/4" Hose) 1414 (3/8" hose) 
• Honda GX670 - Model You Should Use: 1014 (1/4" Hose) 1414 (3/8" hose) 

 


